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Fumex Model FA1 Air Filtration system complete with:  

 
Construction: 
Cabinet: 16 ga .  welded steel, powder coat finish  
Baffled – sound attenuated  
Sound Level: 59 dbA 
Weight: 65 lbs  
 
Blowers: 
Performance: 165 cfm @ 19” wc  
Centrifugal - direct-drive, brushless motor  
 
Electrics/Controls: 
120/50-60  
Pre-wired 3 wire power cable, 7.5 ft (2.3m) w/plug 
Digital Controls 

- Electronic variable speed blower control 
- Electronic individual filter monitoring w/ display 

Amp Draw: 8.0 
 
Standard Equipment: 
Filter Set 
1 x 2” inlet  
5 meters - 2-ply rubber hose, smooth core 
2” inside diameter w/ hose clamps 
(4) Industrial grade wheels  
Installation guide / Operations manual  
 
Standard Filter Set: 
Pre-Filters:  Large capacity - Merv 11 efficient box-style filter 
HEPA Filter: 99.97% efficient @ 0.3 micron 
Gas / Odor Filter:   

- Provides broad-spectrum gas / odor control 
- Bonded carbon construction  

 
   
 

                                        
 
 
 
 
   
 
      
     
 
 
 

 

MODEL DESCRIPTION $$$ 

FA1 Painted Steel – 120/1/50-60 $ 1716.00 

FA227 Remote start/stop interface $45.00 

Quote #: 07235414  
Date: 07/23/18 

 Prepared For:   Onrion  
 

 

 

 

Terms: Net 30 days w/ approved credit 
 FOB POINT: Kennesaw (Atlanta), GA 


